Modify the neuron wifi module channel via web page
step 1  connect a device to the neuron wifi module
step 2  input 192.168.100.1 in the web browser
· password： makeblock
[image: https://images-cdn.shimo.im/yCXCfVYYml8XEKbb/image.png!thumbnail]
step 3 select System——>Startup
[image: https://images-cdn.shimo.im/3slJgLIniIk4LO7x/image.png!thumbnail]
[image: https://images-cdn.shimo.im/E9RzXlJNiZYPluZa/image.png!thumbnail]
step 4  in Local Startup, input the commands below:
uci set wireless.mt7628.channel='1'
uci commit
/etc/init.d/network restart
Here we select channel 1 as example. The recommended channels are 1,6,11
[image: https://images-cdn.shimo.im/xiR2mlkxilszSbNI/image.png!thumbnail]
[bookmark: _GoBack]step 5  Click ‘Submit’ on the bottom right corner to save and restart the wifi module.
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Initscripts

You can enable o disable installed init scripts here. Changes will applied after a device
Warning: If you disable essential init scripts like "network”, your device mig
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Local Startup

This is the content of /etc/rc.local. Insert your own commands here (in front of 'exit 0°) to execut

fF Put your custon comands here that should be executed ance
 the system init finished. By default this file does nothing.
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