Step 1. Please keep the buzzer be turned off, show as the following picture:
[bookmark: _GoBack][image: C:\Users\make201626\AppData\Roaming\Foxmail7\Temp-4976-20160510092355\Catch533B(04-11-(05-10-12-01-02).jpg]
Step 2. Reset default program via mBlock, as follows:
1. Download the latest mBlcok software in this link and decompress it: http://learn.makeblock.com/software/
2. Power off the Starter robot and connect it to PC with USB cable:
    [image: C:\Users\make201626\AppData\Roaming\Foxmail7\Temp-4976-20160510092355\InsertPic_(04-13(05-10-12-01-02).png]
3. Install the mBlock software and open it, then choose the Me Orion under Board:
    [image: C:\Users\make201626\AppData\Roaming\Foxmail7\Temp-4976-20160510092355\InsertPic_9379(0(05-10-12-01-02).png]
4.  Choose the correct Serial port of Starter Robot under Connect -> Serial Port: (Here my Starter Robot's serial port is COM4, and you can check your Starter Robot serial port under your computer's Device Manager->Ports (COM&LPT))
    [image: C:\Users\make201626\AppData\Roaming\Foxmail7\Temp-4976-20160510092355\InsertPic_256C(0(05-10-12-01-02).png] [image: C:\Users\make201626\AppData\Roaming\Foxmail7\Temp-4976-20160510092355\InsertPic_95F9(0(05-10-12-01-02).png]
5. Then choose the factory program for your device by going to Connect->Reset Default Program->Starter IR, then Close when it shows Upload Finish (If your Starter is Bluetooth version, please choose Starter Bluetooth under Connect->Reset Default Program, if you ).
[image: C:\Users\make201626\AppData\Roaming\Foxmail7\Temp-4976-20160510092355\Catch0D8B(04-22-(05-10-12-01-02).jpg]
Note: If you use the mBlock 3.4.3 and above, the default program has combined both Bluetooth starter and IR starter. See picture below:
[image: ]

Step 3. After reset default program, please pull out the USB cable, power on the device and you can drive it through remote control. (For Bluetooth version, you can drive it with Bluetooth connection through the Makeblock APP)
Note: Above Steps take windows PC for example, if your PC is Mac, you need pay attention to two points bellow:
1. Before reset default program, need install a driver for Mac, here is the link to download the driver: http://blog.sengotta.net/wp-content/uploads/2015/11/CH34x_Install.zip 
2. When choose Serial port under Connect->Serial Port, please choose /dev/tty.wchusbserial1410.
image4.png
Q=TT
[ o]
3
©

i ¢

— e O/ B @ m




image5.png
&

File Action View Help

=260 EE

I T

& Computer Management (Locs]
4 ) System Tools
> (@ Task Scheduler
» @ Event Viewer
b &) Shared Folders
& @ Local Users and Groups|
=N
4 5 Storsge
= Disk Management
» B Senvices and Applicstions

4 make201626-PC
48 Computer
-y Disk rives
%, Display adapters
85 Humsn Interface Devices
g IDEATA/ATAPI controllers
» = Keybosrds
- Mice and other pointing devices
5 Monitors
o Network sdpters

73 USB-SERIAL CH340 (COMA)
T WEAL (COM)

» 0 Processors

5% Sound, video and game controllrs
48 System devices

- § Universal Serial Bus controllers





image6.jpeg
~e

x 6y 180 ¢

Newspite @ / @ @

Saipts | Commer | Sounds

s
saning
obars





image7.png
Network )

e —
ResetDefit Program s |
S Fimare Mode >
Viw Souce

Install Ardine Driver

Sprites

x176y: 180 4

New sprite: & / &1

Costumes | Sounds

e s

Motion Events
Control

Jsound Joerins
o
Duatglocks  [JRobots

o)

tch costume to IR

+





image1.jpeg




image2.png




image3.png
@] s | commes | sounis





